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Max Comfort
•  Hydronic Heating using a hot water coil delivering comfortable, 

efficient heat to your entire home.
•  Your home is less dry then a typical gas furnace.

Max Energy Savings
•  Optional ultra high efficient electronic commutated motor 

(ECM) to produce constant circulation using very little energy.
•  Hydronic furnace requires no venting or gas lines with reduced 

installation costs.
Max Flexibility
•  Multi-position and flexible installation (basement, closet, crawl 

space or attic) used in new construction and retrofit applications.
•  Can accommodate cooling, humidifiers, hrvs and whole house 

air cleaners while utilizing conventional ducting systems.
•  Hydronic Air Handler can accommodate most brands of cooling  

coils and chilled water coils. This allows HVAC professionals to 
use the equipment of their choice.

•  Easily matched with a dual purpose tankless hot water heater, 
boiler, water heater or heat pump.

•  Three compact sizes ranging from 32,000 BTU to 156,000 BTU 
and from 1 to 4 tons of cooling. 

Product DimensionsProduct Benefits

Product Performance Ratings
Model MaxAir 50 LV MaxAir 70 LV MaxAir 100 LV 
Btuh Heating @180F E.W.T. 60,047 79,702 105,684
Btuh Heating @170F E.W.T. 54,496 72,291 95,892
Btuh Heating @160F E.W.T. 48,953 64,897 86,121
Btuh Heating @150F E.W.T. 43,422 57,523 76,372
Btuh Heating @140F E.W.T. 37,904 50,175 66,650
Btuh Heating @130F E.W.T. 32,404 42,857 56,962
DX Cooling (Tons) (1) 1 to 1.5 1.5 to 2 2 to 2.5
C.F.M. @ 0.5" E.S.P. 600 800 1,050
HP-RPM 1/4-1,07 1/3-1,075 1-1,075
Amps @ 120/1/60 5.1 7.0 12.0
G.P.M. Flow rating 5 7 8
Fan Coil Size (L/W/H) 24"x14"x18 1/2" 30"x19 1/2"x18" 30"x25 1/2"x18"
Supply Air Size 11" x 15 1⁄2” 15" x 16 1⁄2 15" x 22 1⁄2
Return Air Size Required 12" x 14" min. 16" x 15" min. 16" x 16" min.
Model MaxAir 50e LV MaxAir 70e LV MaxAir 70e LV  HO
Btuh Heating @180F E.W.T. 72,850 95,496 103,541
Btuh Heating @170F E.W.T. 66,085 86,566 93,833
Btuh Heating @160F E.W.T. 59,334 77,662 84,156
Btuh Heating @150F E.W.T. 52,601 68,790 74,518
Btuh Heating @140F E.W.T. 45,888 59,957 64,924
Btuh Heating @130F E.W.T. 39,202 51,169 55,386
DX Cooling (Tons) (1) 1.5 to 2 2 to 2.5 2.5 to 3
C.F.M. @ 0.5" E.S.P. 830 1,050 1,200
HP-RPM 1/2-1,750 1/2-1,750 3/4-1,750
Amps @ 120/1/60 7.7 7.7 9.9
G.P.M. Flow rating 5 7 7
Fan Coil Size (L/W/H) 24"x14"x18 1/2" 30"x19 1/2"x18" 30"x19 1/2"x18"
Supply Air Size 11" x 15 1⁄2” 15" x 16 1⁄2 15" x 16 1⁄2
Return Air Size Required 12" x 14" min. 16" x 15" min. 16" x 15" min.
Model MaxAir 100e LV MaxAir 100e LV HO
Btuh Heating @180F E.W.T. 138,519 156,012
Btuh Heating @170F E.W.T. 125,601 141,550
Btuh Heating @160F E.W.T. 112,715 127,116
Btuh Heating @150F E.W.T. 99,870 112,715
Btuh Heating @140F E.W.T. 87,074 98,358
Btuh Heating @130F E.W.T. 74,338 84,053
DX Cooling (Tons) (1) 3 to 4 3 to 3.5
C.F.M. @ 0.5" E.S.P. 1,580 1,470
HP-RPM 1-1,075 1-1,075
Amps @ 120/1/60 11.6 11.6
G.P.M. Flow rating 8 8
Fan Coil Size (L/W/H) 30"x25 1/2"x18" 30"x25 1/2"x18"
Supply Air Size 15" x 22 1⁄2 15" x 22 1⁄2
Return Air Size Required 16" x 16" min. 16" x 16" min.


